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Sir: 



We, GARRY FENIMORS and KENNETH M* UYXME, do hereby 
declare and state: 

1. We are the joint inventors of claims 1-49 of 
the above- identified patent application. 

2. We conceived and reduced to practice dB a 
working software prototype the subject matter of the above- 
identified patent application while working at MasterLink 
Corporation in Orlando, Florida, United States, prior to April 
19, 1999, the effective date of published patent application 
no. 2002/0065700 to Powell et alJ 

3 . We worked diligently from conception to develop 
a computer implemented method for managing mobile workers in. 
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an object oriented programming environment. We worked 
diligently and reduced to practice as a working software 
prototype before April 19, 1999, a computer implemented method 
that classifies within a database of a computer a plurality of 
target objects that correspond to facilities assets to be 
worked on by a mobile worker. The attributes of each target 
object are defined, including tasks to be performed on each 
target object. Mobile workers are scheduled for the tasks to 
be performed by running a rule engine to determine the 
algorithms and heuristics to be used to schedule mobile 
workers for the tasks to be performed. A schedule of jobs is 
output to the mobile workers. 

4. In another aspect of the present invention that 
we conceived and reduced to practice before April 19, 1999, 
user configured system agents and software components are 
built and automate the system environment for managing mobile 
workers. The system agents and software components are 
configured with user configured settings of a policy database 
that are reflective of a particular business. 

5. A job classification can be created within a 
planning agent module corresponding to a collection of tasks 
to schedule. The workers' skills and material are required to 
complete the tasks. Based on a plurality of rules contained 
within the rule engine, the workers' skills are matched with 
the tasks to be scheduled. A schedule for the mobile worker 
management is output. 

6. A simulator database can also be established 
for running a simulator program to establish policy values in 
a simulation of the working of a system environment to 
determine optimum policy values for a given business . 
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7. The initial conception of the present invention 
is reflected in Exhibits 1 and 2, which are copies of 
presentation documents that show how target objects can be 
classified. Attributes of target objects are defined/ 
including tasks to be performed for scheduling the mobile 
workers, A rule engine is run to determine algorithms and 
heuristics to be used to schedule mobile workers while 
outputting a scheduled job to the mobile worker, 

8 t Exhibit 1/ pages 7-10, are class diagrams that 
show which software definitions are required for each of a 
target definition class, tasks definition class , resource 
class, and job class. Page 11 of Exhibit 1 shows the problems 
associated with prior art paper-based systems . An improvement 
of the present invention formulates a policy with templates , 
reduces manual roles, automates planning, scheduling and 
dispatching, including two-way communication and mobile worker 
support teams through which a schedule of jobs can be output 
to the workers . 

9 . Exhibit 2 is a group of presentation documents 
showing different target definitions and task definitions that 
are input into policy rules. These rules include, planning, 
scheduling and dispatching rules. Target definitions are 
operative with the policy rules. Each of the rules is 
operative with agents, for example, a planner, scheduler, and 
dispatcher agent. Work schedules, available resources, and 
jobs to be performed are output. 

10. We diligently continued our work on developing 
three elements for a system architecture, a physical 
architecture for the distributed intelligent work management 
system, and job state transitions. Exhibit 3 shows greater 

3 
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details of the type of work flow involved with the system 
architecture using different target and task definitions and 
rules and agents. The relationship between the physical 
architecture and the intelligent work management system, for 
example, is shown on page 18. 

11. Page 19 of Exhibit 3 illustrates job state 
transitions and pages 20-25 show different classes, including 
the location class, resource class , task definition class, 
target definition class, action definition class, and policy 
class . 

12. Before April 19, 1999, we worked diligently to 
develop the scheduling function, as set forth in Exhibit 4. 
At this time, and before April 19, 1999, we developed and 
reduced to practice a prototype software that was demonstrated 
and reported in a Confidential Brief of the Assessment of 
MasterLink Prototype Software Demonstration (Exhibit 5) just 
after the effective date of April 19, 1999. This brief is an 
assessment of the prototype software demonstration. 

13. After April 19, 1999, we worked diligently to 
further develop the software and enhance operation of any 
simulation sections, including different agents, and the 
intelligent work management. 

14. We hereby declare that all statements made 
herein of our own knowledge are true and that all statements 
made on information and belief are believed to be true; and 
further that these statements were made with the knowledge 
that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under Section 
1001 of Title 18 of the United States Code and that such 
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willful false statements may jeopardize the validity of the 
application or any patent issued thereon. 

Date GARR^OkFENIMofc 



Date KENNETH M. I*EVIHK 
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willful false statements may jeopardize the validity of the 
application or any patent issued thereon. 



GARRY FENZMDRS 
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Why MasterLink? 

Unique Concept 
Superior Design 
Vision for the Future 



<Z0yright (C) MasterLink 1996 



I. The Purpose of Today's Presentation Is To: 

A. Explain Why the MasterLink's Solid, Simple, and 
Foundational Design Concept is Unique 

B. Demonstrate the Design Integrity 

C. Share a Vision of the Future of Mobile Work 
Management 

II. The Goals of Today's Presentation Are. To: 

A. Validate jfit&D' 7 s Belief in MasterLink Concept 

B. Establish and Investigate the Basis for Forming a 
Long-Term Partnership 
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ements Common to All Work 
Environments 



Targets - Anything You Aim to Work 
On 

Resources - Human & Material 
Time 

Objectives (work) 
Rules (policy) 



I. Targets are anything requiring action. May be a physical entity, or a 
process. 



II. Resources are the people or material required to accomplish work. 

III. Work is the successful combination of resources, materials, and 
time. 



IV. Policy is definite method of action, selected from alternatives, based 
on conditions and results. Policy controls the interactions of all 
facilities/equipment requiring work, corporate resources performing 
work, and the reporting measures required to monitor the results. 



* Note, MasterLink defines a "facility" as more than a physical entity 
built to serve a particular purpose. A facility is any infrastructure, 
physical or logical, that enables enterprise activity. 




main Specific Elements 

mmmmmmmsmmmmm 



Definitions 

• Resources 

-skills 
-materials 

• Targets 

- classification 

- work requirements 

Objectives (work) 
Rules (policy) 



As you can see, the only difference between the generic and specific i 
the definition of a particular domain. A domain is a sphere or field of 
action, interest, or knowledge. 



s 



\e Key to Defining a Domain: 
Method of Classification 

CSI MASTERFORMAT Provides the 
Foundation for MasterLink's Work 
Taxonomy System 

Master Link Extends CSI to Create A 
Generic Work Architecture 



I. What Is CSI MASTERFORMAT? 

CSI MASTERFORMAT is a system of numbers and titles for organizing 
construction information into a regular, standard order or sequence. By 
establishing a master list of titles and numbers, MASTERFORMAT 
promotes standardization and thereby facilitates the retrieval of 
information and improves construction communication. 

II. FAST Integrates MASTERFORMAT with MasterLink's Automated 
Work Taxonomy System, by: 

• Starting with CSI's System/Machine Classification Method 

• Adding Work Objectives 

• Adding Skill/Material Requirements 

• Formulating Base Time Requirements 

• Creating Rules Templates 

III. Show the Following Slides 

• Work Target Definition 

• Target Design Data Definitions 

• Target Task Definitions 
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\ ST i*»pl**n*nts Standardized 
t ta Structures 

Reduce Implementation Costs 
Encourages Benchmarking 
m Enables Customized Information 
Display 

Deliverable with Current 
Technologies 
Easily Extendible 



I. No More Proprietary Systems! 

II. Allows for True "Apples to Apples" Comparisons 

III. Displays Information Based On the Resource Receiving It 

• an electrician sees electrical information 

• a mechanic sees mechanical information 

• a manager sees what he/she needs to make informed choices 

IV. Because We Are Text-Based - We Can Do What We Say! 

• we can work within existing rf bandwidth capabilities 

• we can use off-the-shelf hand-held units to accomplish our 
goals 

V. We Can Extend Our Core System Functionality Into Other Areas 

• Energy Mgmt. - Security/Life Safety - Production 
•Engineering- Purchasing - Accounting 
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at Is Policy? 

It Is a Collection of: 

• Target Definitions 

• Task Definitions 

• Rules for Planning 

• Rules for Scheduling/Dispatching 

It Is For One or More Sites 
Is Owned/Maintained by Manager 



Show the Following Slides 

• Target Definition 

• Task Definition 

• Resource 

• Job 
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Confidential 



MasterLink Corporation 

3649 All American Blvd, Orlando, FL 32810-4726 
407/299-3900 • Fax 407/299-8200 • E-mail: atek@gdi.net 



Program Manager 

Technical Research Development Authority 
Investment Initiative for Energy Technologies 
6750 South Highway U. S 1 
Titusville, FL 323780 

Dear Dave: 

The information you requested from us on this date is attached It is comprised of three major elements. 
A description of each element, along with its location within the document, is included on the following 
pages. Please call me if you have any questions or comments. > 

We are looking forward to talking with you again soon. 

Very truly yours, 




Kent A. Weisner 
MasterLink Corporation 



Use Cases (pages 4-8): The MasterLink functional requirements are captured in a series of Use Cases. Use 
Cases are an OO standard way to capture the "system operations"; that is, the series of interactions with a user 
(a mobile worker, a manager, another computer system) of the MasterLink system. These interactions define the 
system's capabilities; they are the equivalent of function points in a structured programming methodology. 

Design (pages 9-16): The MasterLink design is captured in the Use Case Schemas and the definition of the 
Agents. There is one Use Case schema for each Use Case. The schema refines the requirements at the use case 
level to a series of steps. Each step contributes to the functionality encapsulated in the Use Case, and includes 
the definition of any interactions with the object model and agents that are required to complete the step. 

The "System Architecture Overview" (page 17) shows the positioning of the intelligent agents in the 
overall MasterLink Architecture. The Agents are designed as a set of Enterprise Java Beans, running on 
top of CORBA. We will use Java Bean's ability to run RMI (the Java inter-process communication 
protocol built into the language's syntax and semantics) over HOP (CORBA' s inter-ORB 
communication protocol). This will allow us to develop with native Java (a rapid development 
environment) while retaining the ability to be called by or call to routines/objects/components designed 
in other languages and environments that conform to the CORB A protocols. Agents communicate using 
standard RMI-like function calls. The contents of each call is a series of expressions defined by KQML- 
like semantics. 

The "Physical Architecture for a Distributed Intelligent Work Management System"(page 18) 

shows the layering of the system middleware. The agents (Enterprise Java Beans) are layered over IIOP, 
that is, over an ORB, which runs over TCP/IP. Additionally, the client workstations (mobile 
workstations on hand-held units, manager workstations on desktops) run HTTP over TCP/IP. For 
example, the workstations can run over a corporate intranet. Each conversation would begin with the 
user submitting normal HTTP to the web server. The web server would then use various CGI- 
compatible mechanisms, such as a servlet, to mediate between the client's HTTP world and the business 
server's CORBA world. That is, the servlet, which is part of the HTTP server, is a CORBA client, and 
uses Java/RMI/IIOP to communicate with the servers (e.g., with the business objects and the intelligent 
agents). 

Each agent is built using off the shelf (COTS software). The most complicated is the scheduler, which 
performs near-real time scheduling and rescheduling. It uses a classic constraint-based scheduler, which 
is embodied in the Scheduler product that we will purchase and embed in the scheduler agent. The 
product that we have chosen for this purpose is the DLOG scheduler, a constraint-based scheduler that 
runs on top of the well respected ILOG Solver engine. 

"Job State Transitions" (page 19) shows the other use of AI technology: the use of rules to define the 
progression of states that tasks go through. A commercial expert system shell that does standard 
forward chaining will be embedded in this agent and used to define these rules. 

Domain Model (pages 20-25) : The MasterLink domain model (and, following the "Golden Rule of OO" the 
high level object model) is captured in a series of UML drawings made with Rational Rose and captured in 
Rose Petal files. These drawings capture the general mobile work domain (targets, tasks, etc.) as well as the 
Facilities-specific Construction Specification Institute code (the ontology for the world of Facilities 
Management). This model will be refactored during the development period due to considerations of 
extensibility and performance requirements. 



MasterLink System Charter Statement CflflfF lUBlJlkl 

The MasterLink Facilities Intelligent Work Management Technology will be able to: 

Describe all operational and maintenance requirements of a target (anything that needs 

work) by utilizing, or creating, industry standard definitions. 

Optimize the skill delivery of internal or external resources needed to fulfill target 

requirements. 

Automate the supervisory processes of work planning, scheduling, and dispatching. 
Enable corporate management to implement, and monitor the results of, policy through 
the use of templates. Policies are the rules controlling the requirements of targets, and 
resources performing work. 

Support mobile worker resources with all job information when they need it. 
Automate field data reporting/collection. 

Easily adapt to other industries, in addition to facilities management. 



MasterLink System Function Groups and Associated Use Cases 
SYSTEM FUNCTION GROUP; Svstem Initiation 



USE CASE TITLE Maintain JobTypes 

DESC: Gives context to Job(s), e.g., Planned Maintenance Job. 

RESULTS: A method of classifying Jobs. 

USE CASE TITLE Maintain Resource 

DESC: A resource is a human used to accomplish work, e.g., a manager, a mechanic, etc.. 
RESULTS: A method of classifying resources. 

USE CASE TITLE Maintain Target 

DESC: Input information about a specific Target, that may be related to other similar Targets with the 

same TargetDefinition. 
RESULTS: A new record is added to the collection of Targets in the system. 

USE CASE TITLE Maintain TargetDefinition 

DESC: Use a template to record information about what defines a Target. 

RESULTS: A new template definition is added to collection of definitions. 

USE CASE TITLE Maintain TaskDefinitions 

DESC: Task Definitions are the templates used to describe tasks to be 

performed on Targets. 
RESULTS; A new template definition is added to the collection of definitions. 

USE CASE TITLE Maintain UsageTypes (see pages 9-10) 
DESC: UsageTypes give context to Location definitions. 
RESULTS: One or more UsageType(s) are created, updated, or deleted. 

USE CASE TITLE Output Resource 
DESC: Report on Resource collection. 
RESULTS: A report. 

USE CASE TITLE Output Target 
DESC: Report on the Target collection. 
RESULTS; A report. 

USE CASE TITLE Output TargetDefinition 
DESC: Report on Target Definitions 
RESULTS: A report. 

USE CASE TITLE Output TaskDefinition 
DESC: Report on TaskDefinitions 
RESULTS; A report 

USE CASE TITLE PrintlPisplav JobTypes 
DESC: Report on JobTypes 
RESULTS; A report.. 

USE CASE TITLE Print/Displav UsageTypes 
DESC: Report on UsageTypes 
RESULTS: A Report 



SYSTEM FUNCTION GROUP: Job Creation 



USE CASE TITLE Create AssessmentJob 

DESC: Create an instance of a Job when the Target may or may not be known. 
RESULTS: An assessment Job is added to the PendingJobOrders collection. 

USE CASE TITLE Create DataCollectionJob 

DESC: Create a Job to gather relevant information about a Target. 

RESULTS: A Job will be added to the PendingJobOrders collection. 

USE CASE TITLE Create MaintenanceJob 
DESC: Create a non-system generated maintenance Job. 

RESULTS: A non-system generated MaintenanceJob is added to the PendingJobOrders collection. 

USE CASE TITLE CreateSvstemPlannedJobs (see pases 11-13) 
DESC: An operation to construct all System-Generated activities. 
RESULTS: Puts newly system-created Jobs in the PendingJobOrders collection 

USE CASE TITLE Create ProjectJob 

DESC: Define work to be done that may consist of one or more Jobs. 

RESULTS: One or more Jobs, identified as being a part of a Project, are added to the PendingJobOrders 
collection. 

USE CASE TITLE Create Repair Job 

DESC: Create an Unplanned Event for some Target. 

RESULTS: A RepairJob is added to the PendingJobOrders collection. 

USE CASE TITLE Delete PendingJobOrder 

DESC: Gives users the ability to delete instances of the PendingJob Orders collection. 
RESULTS : A deleted PendingJobOrder. 

USE CASE TITLE Modify PendJobOrdPrioritv 

DESC: Gives users the ability to change the priority of a PendingJobOrder in order to change it's 

Scheduling position. 
RESULTS: A Job that will be reviewed diffei-ntly by the Scheduler. 



SYSTEM FUNCTION GROUP: Job Scheduling 
USE CASE TITLE Dispatch Job 

DESC: A Job is physically delivered to the Resource it has been assigned to. 
RESULTS: Mobile Worker receives an assignment 

USE CASE TITLE Add Resource to Job 

DESC: This is used by Management to add an additional resource to a Job in a currently either in the 

PJA or DJA collections. 
RESULTS: A resource/s will be added to the Crew on a Job. 

USE CASE TITLE Delete PendingJobAssign 

DESC: Gives users the ability to delete an instance of a PendingJob Assignment. 
RESULTS: A deleted PendingJobAssignment 

USE CASE TITLE Schedule ShiftJobs 

DESC: Invokes the Scheduler to create WorkSchedules for a supplied list of Sites and Resources for a 
shift. 

RESULTS: WorkSchedules are created for all valid Resources. 



SYSTEM FUNCTION GROUP: Job Scheduling 



USE CASE TITLE ScheduleJob (see pases 14-15) 

DESC: Invoke the Scheduler to assign a time and Resource for an instance of a PendingJobOrder that 
was added after a normal 
scheduling event. 

RESULTS: A Job is added to the PendingJobAssignments collection. 



SYSTEM FUNCTION GROUP: Job Execution 
USE CASE TITLE Add Reference 

DESC: Gives users the ability to indicate a second (or more) call for the same problem on an existing Job. 
RESULTS: Updated Job record 

USE CASE TITLE Cancel Job 

DESC: Gives users the ability to remove a Job that has been created for a Target that already has a Job on it for 

the same reason. 
RESULTS: A deleted Job. 

USE CASE TITLE Close Task 

DESC: Allows the mobile worker to record all actions taken in a given task. Also records the time used 

to perform the task. 
RESULTS: A closed Job, or display of the next task in sequence. 

USE CASE TITLE Design Data Inquiry 

DESC: Allows the Mobile Worker to search for design data, e.g., Make/Model/Serial, of a Target. 
RESULTS: Pertinent Job data for the Mobile Worker. 

USE CASE TITLE E-Mail 

DESC: Allows the invocation of E-Mail services. 

RESULTS: An Email is delivered. 

USE CASE TITLE EndShift 

DESC: Allows the mobile worker or other Resources to tell the system that it is time to go home. 
RESULTS: A checked-out Resource. 

USE CASE TITLE Get MoreJobs 

DESC: The mobile worker will invoke this operation if he/she completes all Jobs on the current 
WorkSchelule. 

RESULTS: Additional Jobs being added to the current WorkSchedules. 
USE CASE TITLE Management Assignment 

DESC: Allows management to override the Scheduler, e.g., if the Scheduler cannot find an acceptable 
Resource, one can be assigned by a manager. 

RESULTS: In an udate to a Resource's WorkSchedule and is transmitted to the handheld. 
USE CASE TITLE Mgmt Reassignment 

DESC: Allows management to remove an active JobAssignment from one Resource to another. 
RESULTS: A Job removed from one Resource and given to another. 

USE CASE TITLE Output TargetDefects 

DESC: Gives the Mobile Worker the ability to display a list of defects that have been reported on a specific 
Target 

RESULTS: A report. 



SYSTEM FUNCTION GROUP: Job Execution 



USE CASE TITLE Pause Task 

DESC: Allows the mobile worker to interrupt a Job in progress for some reason, which must be 
recorded. Any time elapsed during pause is added to the indirect time for that Resoruce 
RESULTS: An interrupted Job. 

USE CASE TITLE Related Target Inquiry 

DESC: Allows the Mobile Worker to search for information about Targets that are related to the current Job 

Target, e.g., electrical panel xx, or chilled water pumps, that are related to an Air-handler. 
RESULTS: Useful Job information for the Mobile Worker. 

USE CASE TITLE ReQpen AssessmenLJob 

DESC: Gives management the ability to reopen an AssessmentFob that was closed because the Resource 

dispatched by the System could not perform the assessment. 
RESULTS : A new Resource would by manually attached to the AssessmentJob . 

USE CASE TITLE Report Defects (see pages 16-18) 

DESC: Gives the mobile worker the ability to record defects observed while working on a given 
Job. 

RESULTS: Potentially a new Job will be created or, at least, pertinent data will be recorded. 
USE CASE TITLE Resume Task 

DESC: Allows the mobile worker to resume a Job at the point where it was paused. 
RESULTS: A resumed Job. 

USE CASE TITLE Review Created Job Order 

DESC: Allows management to review new instances of CreatedJobOrders to validate or reject them. 
RESULTS: A new PendingJobOrder that is allowed to be shown to the Scheduler, or an eliminated 
PendingJobOrder. 

USE CASE TITLE Skip Task 

DESC: Allows the mobile worker to not perform a given task. A reason must be given. 
RESULTS: An assigned task not being completed, and additional time being added to the indirect labor 
record for this resource. 

USE CASE TITLE Start Job 

DESC: Allows the system to start collecting "direct" time for a given Job, and enables the display of the 

first task in sequence for that Job. 
RESULTS: Clock is started and details are revealed in sequence. 

USE CASE TITLE Start Shift 

DESC: This operation is invoked at login time by a mobile worker at the beginning of ashift in order to 
download the current WorkSchedules for the Resources supported on a particular handheld device. 

note: this operation also starts the clock to start tracking all 

"direct" and "indirect" mobile worker time during a shift. 
RESULTS: The mobile worker gets a current WorkSchedule. 

USE CASE TITLE Target History Inquiry 

DESC: Allows the Mobile Worker to search active JobHistory collection to leam what activities 
have been performed over some specified period of time. 
RESULTS: A Target history is accessed. 

USE CASE TITLE Update MobileWorker Stat 

DESC: Gives users the ability to find out the current status of all or part of the Mobile Workforce. 
RESULTS: A report 



SYSTEM FUNCTION GROUP: Management Reporting 

*** NOTE: There are no diagrams included for this section. Reporting capabilities 
will be determined by the database platform(s') selected. 

USE CASE TITLE Job History Reports 

DESC: Gives users the ability to create reports using various parameters, e.g., byType, 
byResource, etc., etc.. 
RESULTS: A report. 

USE CASE TITLE Output DispJobAssignments 

DESC: Report on the contents of the DispatchedJob Assignment collection. 

RESULTS: A report 

USE CASE TITLE Output DispWorkSched 

DESC: Report on the DispatchedWorkSchedules collection. 

RESULTS: A report. 

USE CASE TITLE Output Joblnfo 

DESC: Reports on specific instances of the Job collection. 

RESULTS: A report. 

USE CASE TITLE Output PendingJobAssign 

DESC: Report on the contents of the PendingJobAssignments collection. 

RESULTS: A report. 

USE CASE TITLE Output PendingJobOrders 

DESC: Report on the contents of the PendingJobOrder collection. 

RESULTS: A report. 

USE CASE TITLE Output PendWorkSched 

DESC: Report in the contents of the Pending WorkSchedule collection. 

RESULTS: A report. 

USE CASE TITLE Output Resourcelnfo 

DESC: Gives management the ability to query the System for information about any Resource 

in the system, e.g., location, availability, etc.. 

RESULTS: Useful Management information about Resources. 

USE CASE TITLE Output WorkSchedlnfo 

DESC: Reports on specific instances of the WorkSchedule collection. 

RESULTS: A report. 

USE CASE TITLE Policy Effectiveness 

DESC: Gives management the ability to monitor the effectiveness of various Policy decisions, 
e.g., is a stated frequency on Air-handler maintenance producing the desired results. 
RESULTS: A report. 

USE CASE TITLE Resource Effectiveness 

DESC: Allows management the ability to use various measures to determine the 
effectiveness, e.g., productivity measures. 
RESULTS: A report. 

USE CASE TITLE Target Effectiveness 

DESC: Allows management to use various measures to validate the operating effectiveness of 

various Targets. 

RESULTS: A report. 



Use Case Schematic 

Name: : Create JSystem_PIanned_J©bs 

Kind: :Method 

Class : SysMaintJob 

Description: : Create an instance of a System generated Planned Maintenance Job 



Reads :Policy,Target*fobype, TaskDefinition 

Supplied RrResource, Initiator, CreateDate, TrTaskType, 
J:JobType, P:Priority, TargetDates, L:Location, TrTarget) 

Changes :PendingJobOrders 

new S: SysMaintJob 

Sends :P:Planner : SysMaintJob_Created 



Assumes : 

Results :/* update as per CreateAssessmentJob */ 

IF 

P:Priority and T:TargetDate Combination is valid according to Policy and Supplied 
T: Target Location = 

Supplied LrLocation and TLTaskType is valid for this SysMaintJob Job Type 
THEN 

New S: SysMaintJob with Status = Created and New TTL : TargetTaskList = 
DefinedTasks where D:DefineTasks is for T:Target Supplied and TaskType = 
Supplied, 
ADD 

SrSysMaintJob to P:PJO 
ELSE 

Send PIannenSysMaintJob_Exception 



Sequence Diagram for CreateUsageType 



UsageTypelnterface 


Facility 


: Resource 


Manager 



UsageType : 
UsageType 



1: createusagetype (Str ing, 



2: UsageType (Strjn g, 



3: usagetype 



4: ^jsagetypecreat ed 



Use Case Schematic 

Name: : Create JSystem_PIanned_Jobs 

Kind: :Method 

Class : Sy sMaintJob 

Description: : Create an instance of a System generated Planned Maintenance Job 



Reads ^olicy/Target^Fobype, TaskDefinition 

Supplied R: Resource, Initiator, CreateDate, T:TaskType, 
J:JobType» P:Priority, TargetDates, LrLocation, TrTarget) 

Changes :PendingJobOrders 

new S:SysMaintJob 

Sends :P:Planner : SysMaintJob_Created 



Assumes : 

Results :/* update as per CreateAssessmentTob */ 

IF 

P:Priority and T:TargetDate Combination is valid according to Policy and Supplied 
T: Target Location = 

Supplied L:Location and TLTaskType is valid for this SysMaintJob Job Type 
THEN 

New S:SysMaintJob with Status = Created and New TTL:TargetTaskList = 
DeflnedTasks where D:DefineTasks is for T:Target Supplied and TaskType « 
Supplied, 
ADD 

S:SysMaintJob to P:PJO 
ELSE 

Send PlannenSysMaintJob_Exception 



Collaboration Diagram for CreateJSystem_PIaimed_Jobs 



JobManad: createsysmaintjobs 



Planner 



2: get|X>licy 4: gettargets 



Site 




Use Case Schematic 



Name: 
Kind: 
Class 



Description: 



Reads 



Changes_ 
Sends 



Assumes 



Results 



: Schedule Job 



:Method 



: Scheduler 



: Invoke the Scheduler to assign a time and Resource for this new instance of a PJO 

This updates an existing WoritSchedule. 

: Supplied (JobID, Resources, DecisionFactors) 
Clock, PJA, PJO, Job, Resource, ResourceSchedule 

Job, WorkSchedule, PJA, PJO, PWS 

: Policy/MGR:Job_Assigned(WorkSchedule/s Ids) 
Policy/MGR: Job_Unassigned (reason) 
PoIicy/MGR:Scheduler_Exception 

: Job indentified is valid and in the PJO collection and Policy has determined 
to assign this Job NOW. Policy has identified candidate Resources, and 
DecidionFactors. 

:IF Resources and DecisionFactors Found 
THEN 

(Collect decision Info) 

FOR Each Resource (Get Decision Factors) 

IF Current WorkSchedule on DWS 

THEN 

Update DWS WoritSchedule (BOH to Server) 

(This is a passive pull of the HH Resident Current WoritSchedule for this 

Resource) 
Read CurrentWorkSchedule for: 
Current Location 
Current JobStatus 
Current JobPriority 
Est Time of Current Job 
Next JobPriority 
Next JobLocation 
Read ResourceSchedule for; 

Est. Time Remaining on Shift (May be evident on WS) 
END 

MakeDecision (Based on factors) 
Research rules-based AI logic... 
IF Job_Assigned 
THEN 

Returns Updated: (J: Job, WorkSchedules, PJA, send Pokcy/MGR/Dispatcher: 
Job_AssignedO 

ELSE 

Returns send Policy/MGR: Job_Unassigned 
ELSE send PoUcy/MGR:Scheduler_Exception 
Trigger Exception 
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Collaboration Diagram for Schedule_Job_Operation 




Sequence Diagram for Schedule_Job_Operation 



JobManager 



Scheduler 



Blackboard 



Job : Job 



JobStateEvent 



Wb ri<Schedule 



Wb reschedule 


PendingJob 


StateEvent 


Orders 



1: assignjob 



q % 



i 2: assignjob i 

o — *0 

I I 

! u- 



0* 

I 

is 



9: jobassigned i 



5: updatestatus 



3: add job 



i 6: create 

o — *o 



! A: create 



o — ^ 



7: remove 



8: add 



10: jobassigned] 



"0 



PendingJob 
Assignments 



JobStatus 
Display 
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Use Case Schematic 



Name: :MWReportDefect 

ID: 

Kind: : Operation 

Class: :Target 



Description: This operatin is invoked by a MW resource in order to record a defect or 
problem about a Target. This informatin is reviewed by a MGR and it could lead to 
a project job being 
created. 



Reads: : 

Changes: mew TargetDefect, 

Target.Defects (collection) 



Sends :Resource:TargetDefectCreated, 

Resource: Server_UnavailabIe 



Assumes : Resource is valid, and is on shift 



Results: :/* Depending on whether you are entering a defect for a Target 

that is on a Job in the MW WorkSchedule, or a Target unrelated 
to any Job and therefore probably not local to the handheld, this 
may be different */ 
Get Target ID 

New TargetDefectDisplay(TargetlD) 

/* are defects the same for all target types? */ 

Get TargetDefect 



Collaboration Diagram for Report_Defects 
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System Architecture Overview 




Monitoring 
Systems 




Core Work Management System 
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Physical Architecture for MasterLink's Distributed 
Intelligent Work Management System 



Vertical Domain 
Work Management 
Application 



MasterLink Collaborative 
Agent Framework 



The domain specific objects involved in a physical implementation of 
a workflow management application based on the MasterLink 
framework. This includes such things as work management policies, 
work targets in a classification hierarchy, rules for MasterLink agents, 
task definitions, job types, job state transitions, and work schedule 
state transitions. These are specified on a case by case basis as part of 
the system initialization process, e.g. for a facilities maintenance 
domain, a home health care domain, etc. 



The MasterLink collaborative agents, and the framework of 
classes supporting these agents provide the basis for the 
intelligent work management application. The relationships 
between the domain specific objects referred to above and the 
intelligent work management agents are defined in this 
framework. 



Inference/Constraint 
Engine Libraries 



Object Request Broker 



Class Libraries 



Language Compiler 



Operating System 



The MasterLink agents are implemented as classes that are derived 
from commercially marketed artificial intelligence products. The 
ability of a MasterLink agent to use a set of rules or constraints to 
make a workflow management decision is based on this 
technology. 



The mechanism by which distributed instances of application objects 
can send messages to each other. The support for these distributed 
objects to communicate over a wireless connection is evolving. Until 
mature, existing wireless protocols may have to be implemented 



Depending on the language, these are commercially available 
libraries for common programming functions, such as file i/o, 
directory services, string handling, date/time functions, and 
database connectivity. 

The programming language used to implement the application. 
At this point in time the distributed object oriented options 
include C++ and Java. This is due to the compatibility 
requirement with the AI products, Orbs and Databases. 

The operating system which must be capable of supporting the 
language and other off the shelf components mentioned above. 
Typically this is Unix or NT on servers, and clients will vary 
depending on their type, e.g. a desktop LAN connected client 
versus a handheld wireless network device. 



JOB STATE TRANSITIONS 



Example Job Type 



Create Approve Assig Dispatch Execute Pause Close Archive 




- A series of states and transitions will be defined for each "type" of job to be 
managed by the system. 

- A set of businsess rules governing each possible transition will be determined. 
Analysis will include consideration for vertical domain classes. 

- System agents will use sets of rules to automate selected transitions. External 
interfaces will support manual transitions and overrides. 

- "Planner" agent will address the generation or creation of jobs containing planned 
tasks. 

- "Scheduler" agent will address the assignment of jobs to resources and time. 

- "Dispatcher" agent will handle delivery of work schedules to resources. 

- The worker, through a mobile device interface, will be the source for many 
transitions. 

- "Job Manager" agent will act as a communications traffic cop receiving messages, 
representing events, from the external interfaces (either GUI or system based) , from 
the internal svstem agents, and from other Master! Jnk internal classes. 
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TASKDEFINITION CLASS 
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IWM Scheduling: A Knowledge-Based Partitioning Approach 



Introduction 

This document describes a new approach to IWM Scheduling 1 , based on partitioning the problem and then 
applying distinct algorithms to each partition. The algorithm and parameters to be applied to each partition 
are determined, in version -1, by a forward-chaining rule-based system implemented in MasterLink s Tiny 
Rule Engine (TRE). My document "Introduction to the MasterLink Tiny Rule Engine provides a brief 
description of TRE. 

We begin with a high level description of the IWM Scheduling problem, followed by an introduction to the 
partitioning approach. The version -1 scheduling problem is discussed in detail, followed by a brief 
introduction to the version 0.0 and version 1.0 scheduling problems. 

This is followed by a description of several types of algorithms that may be used to schedule work for 
individual partitions, including an exhaustive algorithm used in low complexity partitions, probabilistic 
algorithms, and work-schedule centric and job-centric deterministic algorithms. Each type of algorithm 
provides tradeoffs in time/space/optimality of answer. 

Scheduling for a partition consists of running one of the above algorithms, followed by an optional 
optimization pass. This optimization pass considers jobs in the Unassigned Job Queue and attempts to 
assign high priority jobs in the queue to work schedules, thus improving the quality of the work schedules. 
This technique, called rescheduling is then described, including its relationship to scheduling unplanned 
jobs. Finally, the future of partitioning approaches to IWM scheduling is briefly considered. 

The place of the IWM scheduling algorithms in the MasterLink Agent framework is not discussed in this 
document. A brief introduction to the MasterLink Agents included in version -1 may be found m my 
document "MasterLink IWM Agents: Basic Definition". 

The IWM Scheduling Problem 
Introduction 

This section briefly describes the IWM scheduling problem, both as it is originally presented in V -1 and as 
it will be defined for V 1.0. These two scheduling problems differ in size (number of jobs, number ot 
workers, complexity of the object model) and scope (emphasis on hard constraints vs. emphasis on soft 
constraints). 

Scheduling considers the assignment of jobs, including their tasks, to workers, that is, to the worker's work 
schedule. There are tasks to be scheduled; these tasks are grouped into jobs that must be assigned to 
workers. Each worker has a schedule. Scheduling is the process of assigning jobs to work schedules to 
maximize the utility of the overall set of work schedules. 

Sizing the Version -1 Scheduling Problem 

Size: The size of the problems encountered in the V -1 prototype is as follows: 
❖ 2 locations, each of which have 2 buildings 



1 IWM Scheduling is the scheduling of workers in a job-based work management environment. 



❖ 30 Workers, including electricians, plumbers, A/C technicians and maintenance technicians, located as 
follows: 





Electricians 


Plumbers 


A/C Techs 


Maint Techs 


Total 


Location 1 Bldg A 


2 


2 


2 


3 


9 


Location 1 Bldg B 


2 


1 


3 


3 


9 


Location 2 Bldg Y 


2 


1 


2 


1 


6 


Location 2 Bldy Z 


1 


1 


2 


2 


6 


Total 


7 


5 


9 


9 


30 



❖ 100 Targets 

❖ Job Priorities are expressed as integers, range 1 (lowest) to 10 (highest) 

❖ Tasks Estimated Time ranges from 15 minutes to 90 minutes 

❖ Average job consists of 5 tasks 

❖ A total of 200 jobs are schedulable 

Ontology: The vocabulary for the problems encountered in the version -1 demonstration consists of 
attributes of the schedulable jobs, their tasks and target, and available workers and their work schedules: 

❖ Jobs: Priority, State (created, pending Assigned, assigned, dispatched) 

❖ Tasks: Estimated time, Labor Type 

❖ Targets: Location, Building 

❖ Workers: Skill, Location, Building 

❖ Work Schedule: Shift Start, Shift End (to compute shift length) 

A job is a set of one or more tasks for the same target and skill that are to be put on the same work 
schedule. Jobs are categorized by the location and building they are performed at, the total time the job will 
take (the sum of the elapsed time for the tasks on the job), the skill required for the job, and the job's 
priority. 

Workers are categorized by the location and building they cover, the skills they provide, and their work 
schedule, which consists of jobs assigned to that worker for the day. We only consider the total amount of 
time for all the jobs assigned to the worker; that total must be not greater than the shift length for that 
worker. 

Hard constraints: 

❖ A worker can only work on one job at a time. 

❖ Compute the time a job requires by summing the time each of the job's task requires. 

❖ The total amount of time per shift is a constant, defined by policy (for the demo, a constant, 8 hrs) 

❖ Workers must be "compatible" with a job, which for the demo is defined as: 

❖ Workers must have a skill which matches the skill required for the job, and 

❖ Workers must be at a location and building appropriate for the job: 

❖ The Worker location must match the job location 

❖ Depending on policy about workers (worker-works-all-buildings-at-location?) the worker 
building must match the job building 

Soft Constraints: . 
Soft constraints are based on maximizing the "fit" of the jobs to the work schedules. The fit is a numeric 
rating of the goodness of a work schedule: a higher rating indicates a better fit of a set of jobs to a worker's 
work schedule. 

We first look at this from the viewpoint of a fixed set of work schedules where the task is to place 
schedulable jobs onto the work schedules, subject to the constraints. From this viewpoint, the soft 
constraints include: m . 

❖ Given two jobs appropriate for a worker, choose the one with higher priority. 

❖ Given two jobs appropriate for a worker, both of which have the same priority, choose the longer one. 



! 



To automate this process requires a fitness function (see below) with the following characteristics: 

❖ Priority is more important than elapsed time. This is required for the first bullet above. 

❖ Reward high priority jobs. The best schedule, everything else being equal, is composed of all high 
priority jobs. This enforces the first bullet above. 

❖ Penalize holes in a work schedule. The best schedule, everything else being equal, takes up the total 
shift time. This enforces the second bullet above. 

Another way to look at this is as a fixed set of workers, and a set of jobs that are assigned to them. From 
this viewpoint, the soft constraints include: 

❖ Given a job appropriate for two workers, assign the job to the worker that has the smaller amount of 
available time. That is, fill small time-slots first. The rationale is that larger time slots are easier to fill. 

❖ Given two jobs appropriate for a workers, assign the job to the worker that has the greater priority. 

To automate this process requires choosing a fitness function with the following characteristics: 

❖ Penalize larger holes in a work scheduler more than smaller holes. This enforces the first bullet above. 

❖ Reward high priority jobs. This enforces the second bullet. 

The Version 1.0 Scheduling Problem 

Version 1.0 presents a more complex object model, richer in soft constraints. Many of the hard constraints 
used in version -1 represent simplifications of aspects of the problem that are represented in V 1.0 by soft 
constraints. 

Example: Skill. In V -1 the skill required by the job must match the skill of the worker. In V 1.0, the 
notion of skill is enhanced (electricians come in various flavors, based on experience and knowledge). The 
relationship of worker skill to job skill is then phrased as a set of soft constraints that capture the business 
policy with respect to the flavors or electricians and the flavors of jobs requiring electric work. One of these 
constraints could be represented in English by "prefer a grade B electrician for a grade B job, use a grade A 
electrician only if no grade B electrician is available". 

Implementing IWM Scheduling for V-1: A Partitioning-Based Approach 
Introduction 

This section introduces the overall scheduling algorithm used in V -1. The algorithm first partitions the 
scheduling problem into a number of smaller scheduling problems, based on characteristics of the problem, 
such as location and skill. Each partition is scheduled by a different algorithm The partitioning algorithm 
used in version -1 is described in this section. The next section describes the algorithm used to schedule 
each partition. 

Partitioning the IWM Scheduling Problem: A Knowledge-Based Approach 

The overall approach used in the version -1 scheduler is "divide and conquer". The idea is that we use 
attributes of the problem, such as location and skill, to partition the set of jobs and the workers. We then 
have several smaller problems to solve. Assumedly, each of the smaller problems is easier to solve than the 
original larger problem. An example of a partition would be one responsible for scheduling all the electric 
jobs on a location to the electricians at that location. 

For each partition, we can use a different algorithm to schedule the jobs in that partition to the workers in 
that partition. For example, we can try an exhaustive try-all-combinations approach. This might be the best 
algorithm to use if, for example, there are 1 or 2workers and perhaps a couple jobs for, say, the plumbers at 
a location. Other algorithms may prove to be more appropriate for partitions with more jobs and workers. 

Partitioning is a process of taking a problem space and dividing it into "regions". In this case, the regions 
would be defined by the number of workers and the number of jobs for that region. An example might be 
all the electricians and all the electric jobs at one site. Partitioning results in the assignment of an algorithm 



and a set of "parameters" to each region. These algorithms are then used to schedule each partition. The 
result of this activity is a set of schedules for all the jobs and all the work schedules. 

Part of this process is a classification problem. This is the assignment of algorithms and parameters to each 
partition. In support of this effort, experiments could be run to determine how well various algorithms run 
under different parameterizations in different regions of the problem space. For example, for some of these 
algorithms, using different utility functions lead to different results. The utility function is thus one of the 
parameters that would be set for an algorithm, based on the characteristics of the problem space for that 
partition. The idea is to determine which parameter settings are useful in which regions for which 
algorithms. 

Most of this experimentation will be done during the V - 1 .5 development effort. In V -1 the foundation 
will be built, and an algorithm will be assigned to each region. The V -1 demo will illustrate the use of this 
technique, including the use of two different algorithms in different regions of the scheduling space. Of 
course, in the end, machine learning techniques such as decision trees 2 or Kahonen maps may prove useful 
in solving this classification problem. Alternatively, supervised learning techniques such as back 
propagation 4 learning in neural networks may be used, by computing the utility of the schedules produced 
by each algorithm and defining the training set as pairs (input characteristics, algorithm and parameters 
with highest utility schedules). 

The sub-field of AI known as distributed problem solving (DPS) considers knowledge-based approaches to 
task decomposition. One variant of DPS attempts to maximize a similar notion of utility. This work 
provides theory and examples that we may be able to leverage in future versions of the IWM scheduler. 
Partitioning as an example of distributed problem solving is further discussed in Appendix A. 

IWM Scheduling Algorithms 
Introduction 

The Top Level Scheduling Algorithm for V -1 is as follows: 

GlV6n A set of workers with their work schedules either empty (v -1) or with jobs assigned (v - 1 .5) 
A set of jobs, some of which may have already been assigned to the above work schedules 

Produce: 

An assignment of jobs to work schedules such that 

All the hard constraints are satisfied for each work Schedule 

The soft constraints are optimized, based on the average goodness of fit of the schedules. 



Algorithm: ... . , 

1 . Use the constraints on jobs being "admissible" for schedules to partition the problem space into 



regions. 

2. Use TRE to determine the algorithm and parameters to be used to schedule work of each partition 



3. 



USE IRE IU UCICIIIIUIC Ult aisuiiuiiii ... - .1 , 

For each partition, use the TRE-designated algorithm to assign jobs to work schedules for that region. 
4. Combine and persist results. 

2 A decision tree is a classification technique that uses the concept of information to determine which 
attribute contains the most information with respect to making a given decision. A decision node is then 
created, based on the possible values of this attribute, and the process is repeated. 

3 A single layer neural network that performs unsupervised learning. An input is measured by its distance 
from each unit in the output layer, and the output unit closest to the input is pronounced the classification 
for the input. Then, the weights are automatically adjusted; that is, the system self-organizes over time. The 
network has the property that small deltas in input make for small deltas in output. 

4 Back propagation networks are multi-layer Feedforward networks that uses the difference between the 
output nodes and the "true" value to adjust the connection weights between the network units. 



This section considers the different algorithms used in step 2, including an exhaustive algorithm, 
probabilistic algorithms, and deterministic algorithms (Exhaustive Algorithms, Job Centric Algorithms, 
Work Schedule Centric Algorithms, and Unbiased Algorithms). One option in many of thee algorithms is 
that of assigning a job to a work schedule in a process that includes making room for that job by pushing 
another job off the work schedule. Another optimization technique, known as pairwise swapping, is briefly 
considered. 

Many of these algorithms make an initial pass at filling work schedules and then repeatedly traverse the 
unassigned jobs list, rescheduling to optimize overall utility. The relationship of this activity to scheduling 
unplanned work is then discussed. 

All of the above solutions include the notion of an admissible work schedule, which is one where the 
location, building, skill, and time on shift of each job is compatible with the worker. 

A basic concept used in many of these algorithms is the "goodness of fit" or utility of a work schedule or 
the set of all work schedules. This notion of "utility" is first discussed, as it influences many of the later 
considerations and design decisions. This includes the advantages of utilizing a fast, easily computed utility 
function which approximates the true (more complex to compute) utility function. 

The Utility of Work Schedules 

The notion of utility or "goodness of fit" is central to many of these algorithms. The basic idea is that some 
assignments of jobs to work schedules are more opportune than others are. This notion, which is known 
utility may be based on various attributes of the problem domain. For example, we may base utility on the 
priority and estimated time for the tasks on a job (the job's utility) , across all jobs on a work schedule (the 
work schedule's utility), or across all work schedules (the total utility for all the jobs scheduled). We 
therefore talk about the utility of a job, of a work schedule and of all work schedules. 

For V -1, the total utility of the set of work schedules may be computed through a linear computation. That 
is the utility of the set of work schedules is equal to the sum of the utilities of each work schedule. 
Similarly, the utility of a work schedule is equal to the sum of the utilities for each of the jobs on the work 
schedule. These are not the only possible ways to combine individual utility functions (that is, the 
computations are not necessarily linear) but the linear functions are the simplest. 

This is not the only way to compute the utility of a work schedule. Schemes that are more complex may be 
used For example, the utility of a set of work schedules may be set to the minimum utility of any work 
schedule in the set. This would tend to minimize the variance in utilities between work schedules, making 
for more "even" work schedules, if not globally optimizing for the number of high-priority jobs processed. 

A linear total utility function would seem to globally optimize the utility of each work schedule Similarly, 
a linear global work schedule utility function tends to optimize the utility of each job on the work schedule. 
A linear work schedule and a linear overall utility function will therefore be used for V -1. 

A straightforward family of functions, each of which satisfy the above requirements, consists of functions 
that sum each job's utility for all jobs on a worker's work schedule. The utility computation is thus reduced 
to computing the utility of each job. This may be determined by consideration of attributes of the job, such 
as priority and estimated time. One such utility function is called LCI . 

LCI: An Example Utility Function based on Job Priority and Estimated Time 

The simplest utility function of any interest in V -1 is based on a linear combination of an unweighted 
utility function (based on time on schedule) and a weighted utility function that also considers job 
priorities. This is the linear utility function LCI. 

The LCI utility function makes the following assumption: 

❖ The utility of the set of work schedules is the sum of the utilities of each work schedule. 



❖ The utility of a work schedule is a weighted sum of the unweighted and the weighted scores for the 
work schedule, as defined in the following. 

First we define the time on shift, TOS, as the difference between the shift end time and start time: 

TOS = WorkSchedulcShifiEnd - WorkSchedule.ShiftStart 

Then we define the job estimated time as the sum of the estimated time for all the tasks on the job: 

job.Estimated time = sum (tasks in job) task. Estimated Time 

The unweigted score for a work schedule, WSunweighted, is definded as the percentage of the total time on 
shift: 

WSunweighted = sum over jobs (job.Estimated tune)/TOS 

The weighted score for a work schedule, WSunweighted, is definded as the percentage of the total time on 
shift, where each job's Estimated time is weighted by the job's relative priority : 

WSweighted = sum over jobs (job.priority x job. Estimated time) / (job::maxPriority x TOS) 

The utility of a work schedule is then a linear combination of the unweighted and weighted scores: 

WSutility = (k)WSunweighted + (l-k)WSweigbted 0 <= k <= 1 

By varying the value of k we can vary the relative importance of maximizing the priority of jobs on the 
schedule and minimizing free time on the schedule. For example, if k = 1 the utility only considers the total 
amount of unscheduled time on work schedules, while if k = 0 it penalizes the time given on work 
schedules to low priority jobs. 

Our intention is to run experiments in version -1 .5 that vary the value of k between 0 and 1 and computing 
the "quality" of the resultant schedules, for each combination of problem states. We will then pick a value 
of k that is optimal for each task to be assigned by the partitioning rules. 

An analysis of the time complexity of LCI is given in Appendix B. 

Exhaustive Algorithm 

The exhaustive algorithm tries every legal assignment of jobs to workers, returning those assignments that 
maximize the total utility of the set of work schedules. Results from the exhaustive algorithm are the 
benchmark against which the optimality of the results returned from any other algorithm is measured. 

The exhaustive algorithm in V -1 is implemented as follows: 

Set best score so far to 0 m 

Repeat for each possible (admissible) assignment of jobs to workers (for that skill, location, and building) 

Create schedules for all workers 

Computer goodness of fit for the schedules 

If goodness of fit is greater than best score so far set best case so far to this case and best score so 
far to this score. 
Return schedules produced by best case so far. 

Note: This is computationally feasible for certain partition in V -1. The most complex location in the V -1 
demo has 18 workers and will schedule about 120 of the jobs at this location. These are divided amongst 
the 4 skill types. The worst case is the maintenance technicians - there are 6 of them, so they might have 
approximately 40 of the jobs. 



The combinatorics of matching 40 jobs to 6 workers are bounded by (a number much smaller than) 40 to 
the 6 th power, which is 4,096,000,000 possibilities. For each possibility, we add time on shift and priority 
weighted time on shift, which might take approximately 20 operations (e.g., multiplications, see Appendix 
B) or about 80 billion multiplications, which should take a 400MHz server a few minutes. This estimate 
ignores the constraints related to time on shift (after the first few jobs are assigned to a worker there is no 
point in trying to add any more as there is no more time in the shift). It is therefore to large by a factor of 
between 2 and 10. The design goal of a two-minute deadline for scheduling 200 jobs may admit this 
solution in the case of small numbers of workers. 

Note that this solution also provides the reference standard: The best set of schedules for the given workers 
and jobs is guaranteed to be found by an examination of every possible case. 

This algorithm is limited, however, as it is approximately exponentially bounded by the number of workers 
for one skill at one site, which would limit its use in larger configurations. 

The Rule set used in the first phase of Scheduling will assign the exhaustive algorithms to a region of the 
problem space for which it is determined to be appropriate. This determination is based on the number of 
workers and the number of jobs, independently of the details of the skill or location being scheduled. 

Probabilistic Algorithms 

Probabilistic algorithms repeatedly compute a schedule, based in part on the value of a random variable. An 
(approximately) optimal answer is derived by varying the value of the random value and using the value 
that maximizes the utility of the set of work schedules. 

Probabilistic algorithms all follow the same general pattern: 

2.1 Set best case so for = 0 and best score so far = 0 
2.1 Repeat N time (e.g., N = 50) 

2.3 Create schedules for all workers, based on some random variable 

2.4 Computer goodness of fit for the schedules 

2.5 If average goodness of fit is greater than best score so far set best case so far to this case and 
best score so far to this score. 

2.6 Return schedules produced by best case so far. 

Note that this is an anytime algorithm 5 : at any point, steps 2.3-2.5 can be interrupted and the best case so 
far will be available. 

The probabilistic algorithms vary in many dimensions. Some use the result of earlier steps as error 
indicators, basing the later algorithmic steps on a hill climbing or other search-like technique. A similar 
approach would be to cast the problem as one subject to simulated annealing. Other, more knowledge- 
based approaches might bound the admissible assignments by various domain-dependent factors. 

The above are based on classic AI techniques, such as hill climbing. Other approaches come from the field 
of Distributed Artificial Intelligence (DAI). These include cooperative approaches. In these, jobs are 
initially (maybe randomly) assigned to workers. Pairwise swapping of jobs between workers is then used to 
optimize schedules. 

There may also be benefit in attempted a distributed approaches based on the Contract Net. This would be 
done by conceptualizing each worker as an agent in a multi-agent system. The agents would bid on 
contracts let by the scheduler; each contract would assign a job from to a worker's work schedule. The 
basic loop would begin with the scheduler announcing the job. Worker objects would then bid on jobs, with 



5 Anytime algorithms can be run for shorter or longer amounts of time, gaining in precision as time passes. 
Anytime algorithms provide more flexibility in real-time situations, compared with algorithms that run for 
a fixed amount of time regardless of context 



the job being assigned to the highest bidder. A set of constraints would be used to control the interaction < 
worker agents as they offer to subcontract jobs from each other or to exchange jobs to optimize their 
schedules. 

Some of these approaches can be combined, such as doing a weak search followed by pairwise swapping. 



Deterministic Algorithms 

Deterministic algorithms walk the Unassigned Job Queue or walk the set of work schedules, assigning jobs 
from the Unassigned Job Queue to work schedules. 

Deterministic algorithms then optionally apply an optimization process know as rescheduling This consists 
of walking the Unassigned Job Queue, attempting to assign high priority jobs to work schedules, possibly 
removing a lower priority job from the work schedule and placing it back on the Unassigned Job Queue. 

Deterministic algorithms all follow the same general pattern: 

2.1 Clear all work schedules, set Unassigned Job Queue to all jobs ready to be scheduled 

2.2 Pick a direction to fill Gob-centric, WO rk schedule-centric or cross-product) 

2.3 Fill work schedules from Unassigned Job Queue (with or without replacement) 

2.4 Optional: Run rescheduling for the complete Unassigned Job Queue 

2.5 Return work schedules and Unassigned Job queue 

Note that there is a fixed time component to this algorithm (steps 2.1, 2.2, and 2.3). This is followed by the 
use of an anytime algorithm: at any point, step 2.4 can be interrupted and the best-case work schedules 
computed so far will be returned. 

The degrees of variation of this series of algorithms, include: 

❖ The focus of the algorithm: Walk the Unassigned Job Queue, walk the work schedule list, or consider 
both simultaneously 

❖ Use of Replacement: whether one or more jobs may be removed from a work schedule to make room 
to add a new job. . 

❖ Use of Rescheduling: Once the initial pass at filling work schedules has been finished, whether the 
Unassigned Job queue is examined for possible work schedule optimizations. 

Job-centric algorithms . 

Job-centric algorithms walk the Unassigned Job Queue, searching for a work schedule to put the job on, 
based on maximizing utility. For example, one algorithm examines all work schedules and adds the job at 
the top of the Unassigned Job queue to the work schedule that it adds the most delta utility, to. This may or 
may not include replacement, which is the process of removing some of the jobs presently on the work 
schedule and returning them to the Unassigned Job Queue. The notion of utility of a work schedule is key 
to these algorithms. 

This "local" approach to filling work schedules may be optionally followed by a more "global" attempt at 
optimization, provided by a rescheduling cycle or pairwise swapping. 

These algorithms walk the Unassigned Job queue, examining each work schedule for each job element, 
computing the utility of adding that job to that work schedule. The time complexity of job-centric 
algorithms without replacement is therefore proportional to the product of the number of jobs, the number 
of work schedules, and the cost of computing the utility function. 

Work schedule-centric algorithms 

Work schedule-centric algorithms walk the list of work schedules: for each work schedule, the Unassigned 
Job queue is examined starting at the top. The top jobs that will fit are added to the work schedule, with or 
without replacement. 



This "local" approach to filling work schedules may be optionally followed by a more "global" attempt at 
optimization, provided by a rescheduling cycle or pairwise swapping. 

These algorithms walk the Unassigned Job queue for each work schedule. The time complexity of work 
schedule-centric algorithms without replacement is therefore proportional to the number of work schedules 
times the number of jobs. 

Cross-product algorithms 

Cross product algorithms consider the set of work schedules and the Unassigned Job Queue 
simultaneously. They compute the combination of job and work schedule such that adding that job to that 
work schedule adds greater delta utility than adding any other job to any work schedule, with or without 
replacement. This "local" approach to filling work schedules may be optionally followed by a more 
"global" attempt at optimization, provided by a rescheduling cycle or pairwise swapping. 

Global Optimization: Rescheduling and Other Techniques 
Introduction 

Once the original scheduling pass has been completed, the work schedules and Unassigned Job queue are 
examined to determine if the total utility of the set of work schedules can be improved. Techniques used for 
this purpose include rescheduling and pairwise swapping, which are described in the following. 

Rescheduling 

Normally, scheduling is done at the beginning of shift for all the jobs in the Unassigned Job Queue. It may 
also be done ahead of time for the scheduled jobs for, e.g. each day for the next week. 

Now consider what happens when an unplanned job is created. We must find a worker such that the job is 
admissible for that worker. It would be best if the worker has enough free time to add the job to its 
schedule. Barring that, a worker must be found that has a job on its Work Schedule that can be displaced by 
the new unplanned job. That is, a worker for whom the replacement leads to a set of work schedules with a 
higher total utility than without the replacement. In such a case, rescheduling is then called recursively on 
the displaced job. 

This is defined by the constraints and preferences for replacing a job already on a worker's schedule (call it 
the old job) with the unplanned job (call it the new job). Clearly, the work Schedule must be such that, if 
we remove the old job, there will be time in the shift for the new job. 

The constraints are supplied by our concept of a job being admissible for a schedule. We rely on our fitness 
function to supply the above preferences. For example, it will insure that the priority of the new job is not 
lower than the priority of the job it will replace. It will also choose an old job to replace that optimizes the 
Work Schedule. That is, the resulting schedule has the highest priority of any schedule that could be made 
by replacing a job on the old work Schedule with the new job. 

In general, we decide which old job to replace based on a comparison of the attributes of the old and new 
jobs, including their priorities and Estimated Times. 

Example: An interesting rescheduling situation might feature a priority 4 job bumping a priority 3 job off a 
work Schedule, the priority 3 job in turn bumping a priority 2 job off another work Schedule. This 
complicated set of actions would occur if both of the following conditions were true. First, the priority 4 
job has too great an Estimated Time to fit the work Schedule that includes the priority 2 job (not enough 
free time in the work Schedule even after the priority 2 job is removed). Second, the work Schedule that 
includes the priority 3 job will accommodate the priority 4 job once the priority 3 job is removed. It is also 
required that removing the priority 2 job from its work schedule will allow the priority 3 job to fit. The net 
result is that a priority 4 job has been added to the set of work Schedules for the shift at the cost returning a 



priority 2 job to the Unassigned Job Queue. This results in an improvement in the overall utility for the 
complete set of work schedules. 

Theory of Rescheduling 

Introduction 

Rescheduling may be defined algorithm ically, based on the concept of work schedule and job utility. 
Rescheduling is the process of moving high priority jobs from the Unassigned Job Queue onto a work 
schedule, with or without moving any jobs from the work schedule on to the Unassigned Job Queue 
(known as swapping). 

Rescheduling is defined by a basic rescheduling loop, parameterized by: 

❖ Rescheduling admissibility criteria: when is a job on the Unassigned Job Queue admissible to be added 
to a work schedule. 

❖ Rescheduling halting criteria: when is a rescheduling loop terminated. 

❖ Utility function: For a set of work schedules, a work schedule, and a job, as previously defined. 

❖ Swapping policies: conditions under which jobs may be moved from a work schedule back to the 
Unassigned Job Queue during rescheduling. 

This section begins with a description of the theory of rescheduling, based on the concept of rescheduling 
"time steps". It then describes the basic rescheduling loop, including typical admissibility criteria, halting 
criteria, and swapping policies. It concludes with a description of the relationship between scheduling 
unplanned jobs and rescheduling. 

Rescheduling Analysis via Rescheduling Time Steps 

The rescheduling loops is quantified by the individual actions of adding a job to a work schedule, with or 
without replacement (swapping). We introduce the notion of a "time step", denoted by s, t, u,... 

We can now talk about, for example, the length of the Unassigned Job Queue at time t, or JQLength(t). 
Similarly, assuming the Unassigned Job Queue is arranged from the job with highest utility to the job with 
lowest utility, then the largest utility of any job on the Unassigned Job Queue is Util(JQ(l,t)); that is, the 
job queue element with the greatest utility (ordered first in the list) at time t. Similarly, the smallest utility 
of any job on the Unassigned Job Queue is Util(JQ(JQLength(t),t)). 

The above assumes that the utility function is not time dependent, an assumption made for v -1. This 
assumption is justified as "time" here means time within the rescheduling loop, all of which takes place in a 
few seconds. 

The above analysis is used to determine sizing bounds for algorithms. Using this approach, theorems about 
the rescheduling algorithm may be proven, for example, by mathematical induction. 

Basic Rescheduling Problem 

Given at time t: 

The jobs on the Unassigned Job Queue ordered by utility from JQ(l,t) to JQ(JQLength(t),t) 
The work schedules ordered by "work schedule order" from WS(l,t) to WS(NumWS(t),t) 

Produce at time t+1 : 

The jobs on the Unassigned Job Queue ordered by utility from JQ(l,t+l) to JQ(JQLength(t+l),t+l) 
The work schedules ordered by "work schedule order" from WS(l,t+l) to WS(NumWS(t+l),t+l) 

Such that: 

The utility of the set of work schedules at time t+1 is the greatest possible, given: 

❖ The set of work schedules at time t 

❖ The admissibility, halting, and swapping policies 

♦> The set of jobs on the Unassigned Job Queue at time t. 



Note: "Work schedule order" may be by decreasing utility, random, or by some other domain-dependent 
metric. NumWS(t) is the number of work schedules in the partition at time t. For V -1 NumWS(t) is a 
constant value, independent oft; that is, the partitioning determines the number of work schedules in the 
partition, and this number does not change. 

Basic Rescheduling Loop 

Consider each job in the Unassigned Job Queue, call the typical one JOBi 

For JOBi in JQ0,9 to JQ(JQLength(t),t) 
Consider each work schedule, call the typical one WSj 

For WSj in WS(l,t) to WS(NumWS(t) s t) 

Let WS' = WS0,t+l) be the work schedule formed by adding JOBi to WSj with or without replacement 

Let SWAPPED(j 9 t) be the set of jobs swapped off WSj at time step t (back to the Unassigned Job Queue) 

If the utility of the set of work schedules after the replacement is greater than before, make the swap 

IfUtil(WS')>UtiI(WSj) 
Add JOBi to WSj 

If had to swap out any jobs add them to the Unassigned Job Queue, start again at the top of the Queue with 
the first work schedule 

If SWAPPED(j,t) not empty 

Add each job in S WAPPED(j,t) to Unassigned Job Queue 
Set rescheduling job pointer i to 1 
Set work schedule pointer j to 1 

If we did not have to swap out any jobs then continue with next element in Unassigned Job Queue with the 
first work schedule 

If SWAPPED^) empty 

Set rescheduling job pointer i to i+1 
Set work schedule pointer j to 1 

If WS' utility not greater than WS utility then continue with next Work Schedule 

if util(wsat)) > Utfl(WS(j,t+l)) 
Leave rescheduling job pointer at i 
Set work schedule pointer j to j+1 

Admissibility Criteria 

To be admissible, a job must be "consistent" with the work schedule. This means all of the hard constraints 
must be satisfied. For V -1 this includes location, possibly building, skill, and shift length (vs. job 
Estimated Time). All jobs on the Unassigned Job Queue are by definition consistent with the work schedule 
(or they would have been assigned to a different partition). To be admissible, a job must also fit on the 
work schedule. This is based on the Estimated Time for the job and for all jobs already on the work 
schedule, as compared to the Shift Start Time and Stop Time for the work schedule. 

Admissibility criteria define the requirements for a job on the Unassigned Job Queue to be admissible to be 
added to a work schedule. The job must "fit" on the work schedule. Thus, the new work schedule, which 
includes the added job and does not include any jobs that are swapped out, consists of jobs whose sum 
estimated time is not greater than the time on shift. 



Normally, a job will only fit if one or more other jobs are swapped out, although exceptions occur. A job on 
the Unassigned Job Queue is only admissible if there is a (possibly empty) replacement that leads to a work 
schedule with higher utility. That is, adding the unassigned job to the work schedule and then removing a 
(possibly empty) set of jobs from the work schedule results in a new schedule with higher utility than the 
old schedule. 



Halting Criteria 

The Unassigned Job Queue is ordered by utility. For example, in V -1 the Unassigned Job Queue is 
ordered based on priority and length of job, according to LCI. Then it must be true that any job in the 
Unassigned Job Queue of lower utility than an inadmissible job is itself inadmissible. Thus, once an 
inadmissible job is found in the Unassigned Job Queue no job to the "right" of that job need be tested. 

CanNotReschedule(JQ(i,t)) => CanNotReschedule(JQG,t)) j > i 

Therefore the halting criteria at time t can be expressed by CanNotReschedule(JQ(l,t)). 



Swapping Policies 

Swapping policies define the types of replacements that can be done during rescheduling. That is, they 
define restrictions on which jobs can be removed from a work schedule and put back into the Unassigned 
Job Queue during the rescheduling pass.. 

Swapping policies define the number and characteristics of jobs that are admissible to be swapped out. For 
example, policies on the number of jobs that may be swapped out include (1) no swapping, (2) replace only 
one job, and (3) replace any number of jobs. They may also restrict jobs that may be swapped out to those 
under a certain priority or under or over a certain minimum or maximum estimated job time. 

Swapping policies are also defined for some of the initial scheduling algorithms (e.g., the job-centric 
algorithms), and for stand-alone optimization procedures such as pairwise swapping (see below). 

Scheduling Unplanned Jobs 

As has been shown above, rescheduling may effect more than one job on the Unassigned Job Queue. It may 
effect each job on the Unassigned Job Queue as the rescheduling loop unfolds. Therefore, scheduling an 
unplanned job is not just a matter of fitting the job into a work schedule. Rather, it is a matter of fitting the 
job into the Unassigned Job Queue and then running rescheduling. This may lead to the new job being 
assigned to work schedules. However, based on the relative effects of the jobs on overall work schedule 
utility, it may lead instead to another job or jobs being assigned to a work schedule, rather than the newly 
created unplanned job. 

Pairwise Swapping 

Assume work schedules WS 1 includes job Jl and WS2 includes job J2. It may be the case that swapping Jl 
and J2 either improves the total utility of the work schedules, or creates opportunities for further 
rescheduling to improve the total utility of the work schedules. This may happen, for example, due to non- 
linear total utility functions. It might also be due to the ability to create "holes" in work schedules that may 
be then used to add jobs from the Unassigned Job queue, jobs that would not have fit in either work 
schedule. This process (moving Jl to WS2 and J2 to WS1) is known as pairwise swapping. 

Pairwise swapping is similar to techniques used in Genetic Programming wherein part of a "program" is 
swapped with another program; the new programs tend to survive if they have greater "fitness" than the old 
programs. The idea is to try different swaps and see which drive the fitness function to a relative maximum. 



Pairwise swapping is not utilized in version -1. 



The Future of IWM Scheduling 

The original MasterLink IWM Development Plan was based around the use of a COTS job shop 
scheduler 6 . The idea was to wrap the ILOG scheduler as a CORBA component and then use it as the 
foundation for an IWM scheduler. 

Th use of a commercial off-the-shelf job shop-based scheduler may very well be the best solution for V 1.0. 
However, the results of running the version -1 scheduler on sample problems will determine whether it is 
worth attempting to extend the version -1 scheduler for version 1.0. 

Another route would be to extend the approach taken in V - 1. From this viewpoint, the version -1 
implementation would be the first step in a program of knowledge-based partitioning approaches to IWM 
scheduling. Future versions of the partitioning algorithm might use more knowledge of the tasks involved 
(perhaps a goal-based or planning approach). Scheduling algorithms might require more powerful 
scheduling heuristics or more complex utility functions. 

There are definite advantages in using a COTS scheduler. Companies like ILOG have a large staff of 
people dedicated to advancing the state of the art of job shop scheduling, and we can leverage these efforts 
by supporting their latest offerings. This may require a smaller staff effort than designing, building and 
maintaining our own scheduler. 

If, however, the partition-based approach proves applicable to environments dominated by soft constraints, 
there would be advantages in continuing the development of the IWM scheduler based on the knowledge- 
based partitioning approach. 

IWM scheduling is an interesting domain, for which many approaches may be worth trying, including: 

❖ Classic constraint-based scheduling, as in the ILOG scheduler. 

❖ Knowledge-based task decomposition (partitioning) to decompose the scheduling into more tractable 
problems. 

❖ Distributed problem solving based on the contract net or other protocols. 

❖ Other approaches: learning approaches, neural networks, genetic algorithms, genetic programming. 

Some of these approaches are more "researchy" than others. For example, a genetic approach may be based 
on treating each work schedule as a strand of DNA. Then the normal genetic algorithm mechanisms would 
be applied: work schedules would evolve with crossover and exchange of genes (jobs), the evolutionary 
"goodness of fit" being judged by the utility of the evolved set of work schedules. 

A long-term research program might begin by attempting efforts utilizing several of the above mentioned 
approaches, and following the few that showed promise through second and third stages of development. 



6 For example the ILOG scheduler, which provides scheduling on top of an AI constraint-satisfaction 
package. 



Appendix A: Partitioning as Distributed Problem Solving 

Distributed Problem Solving (DPS) uses a divide-and-conquer approach to problem solving to reduce the 
complexity of the problem spaces considered. This provides solutions that require fewer workers. An issue 
in these types of solutions is that of task decomposition. In some cases, the designer builds the 
decomposition in 7 . Other examples of DPS involve knowledge-based approaches to task decompositions, 
similar in spirit to the V-l IWM scheduler. These approaches are sometimes more sophisticated, in that 
they involve building explicit representations of the agent's beliefs, desires, and intentions (the so-called 
BDI architectures, an approach to practical reasoning that may be utilized in future IWM systems). 

Task decomposition 

Approaches to task decomposition approaches used in DSP include: 

❖ Hierarchical planning. This is classic AI planning applied to the task decomposition realm. 

❖ Taking advantage of hierarchical information intrinsic to the domain. For example, the task 
decomposition may mimic an AND-OR tree in the domain, such as is used to configure computers. 

❖ Decomposing spatially, or based on information sources, decision points, or functionally. The V -1 
IWM scheduler is an example of the later, decomposing on (location, skill) combinations. 

Task assignment 

DSP also includes approaches to assigning tasks to agents. This provides multi-agent solutions to 
decomposition problems. This may be of value as the IWM scheduler attacks more complex problem 
spaces. This would include spaces that place more reliance on soft constraints. 

Task assignment algorithms used include: 

❖ Table-driven assignment (fixed task types for each agent). 

❖ Matching agents to tasks by mutual selection (like the stock market). 

❖ Multi-agent planning. 

❖ Contract net (see below). 

Heuristics used to task assignment in DSP include: 

❖ Matching tasks to agents by capabilities. This is similar to the way TRE is used to assign algorithms 
and parameters to the partitioned scheduling tasks. 

❖ Avoiding overloading critical path resources. 

❖ Having agents that are broad but not deep assign work to agents that are deep but not broad. An 
example in our system is the TRE-driven rules assigning work to the specific algorithms used to solve 
the partitioned scheduling tasks. 

❖ Having a common or shared ontology between agents. This makes for solutions that are more coherent. 

❖ Not reassigning tasks, except in cases of urgent tasks. An example of an urgent task in our domain is 
an unplanned job that the job manager has decided is ready for scheduling. 

Example: The Contract Net 

The contract net has been described 8 as being most applicable to problems characterized by a well-defined 
hierarchy of tasks, a coarse-grained decomposition, and subtasks that either do not interact or interact 
positively when they do. The contract net protocol is used to organize a set of agents according to their 
capabilities and the tasks presented to them. It defines roles of "manager" and "worker", and proceeds with 
a bid and award cycle, as follows: 

❖ The manager announces a new task. 

♦> Some of the workers may choose to enter a bid for the task. The bid includes the agents capabilities 
and the workers required to satisfy the contract. 

❖ The manager evaluates the bids and awards the contract. 



7 This is not applicable in the case of IWM scheduling.. 

8 Michael N. Huhns and Munindar P. Singh, "Readings in Agents", Morgan Kaufinann Publishers, Inc., 
1997. 



❖ The worker caries out the contract. 

In our case, we might build a system that, for example, represents each work schedule by an agent, 
let these agents bid on the jobs. 



Appendix B: Analysis of the LC1 Utility Function 

This section demonstrates an approach to quantifying the algorithmic time and space complexity of IWM 
scheduling utility functions. The idea is to provide a foundation for algorithms that compute the amount of 
time or space required to support the use of such utility functions, in support of the partitioning of the 
problem space into regions where different algorithms would be applied. 

This section is highly speculative. In many senses it presents information in formalized terms that is 
intuitively obvious and usually expressed in less complex terms, including plain English. It was written in 
an attempt to inspire others to prepare a more formalized understanding of the domain. 

This section is based on the LCI utility function, described above. 

LCI is a linear combination of two terms, each of which contain a term for each job on the work schedule. 
LCI may also be computed by taking the sum over all jobs of the unweighted and the weighted 
contribution for that job. That is, for a job J 

JobUtility(J) = kQob. EstimatedTime /TOS) 

+ (1-k) (job.priority/job::maxPriority) (job.EstimatedTime)/TOS 

The utility of the work schedule is then just the sum of the utilities of the jobs on the work schedules. 

We can compute the computational complexity of this expression, by representing the work schedules and 
the jobs as vectors and taking the inner products to compute contributions, as in the following: 

We define a vector of work schedules, from the first to the last in work schedule order (which may be 
random, decreasing with utility, or some other relationship). Thus at time t, 

W = {Wl...Wn} n = numWS(t) 

We also define a vector of jobs, from the first to the last in order of utility 

J = { Jl . . . Jm } m = JQLength(t) 

These vectors can be used to define the job-centric, work-centric and cross-product algorithms mentioned 
above. 

We define a vector of relative priorities, with one entry for each entry in J. 

PRI= {Priority(Jl)/job::maxPriori } 
We also define a vector of relative job times, with one entry for each entry in J. 

JOBJTIME = {Estimated Tim e(Jl)/TOS,... Estimated Time(Jm)/TOS} 
Finally, we introduce a unit vector, with one entry for each entry in J. 

1 = length(l) = m 

Then the expression for the utility of the work schedule may be represented as 

(k) JOBJTIME. 1 + (1-k) JOBJTIME. PRI 
letting r = 1-k 



(1-r) JOBJTIME. 1 + (r) JOBJTIME. PRI 
= JOBJTIME. ( (1-r) 1 + (r) PRI) 
= JOBJTIME. (1 + r (PRI - 1) ) 

or 

Job utility = JOBJTIME. (1 - (1-k) (1 - PRI)) 

The expression of job utility in this form expedites visualizing of the number of "operations" (e.g., 
multiplications) used in/the computation of job utility. Working from the inside out 

Computing 1 - PRI requires m subtractions 

Computing (1-k) (1 - PRI) requires m multiplications 

Computing (1- (1-k) (1- PRI) requires m subtractions 

Computing JOBJTIME. (l-(l-k) (1 - PRI)) requires m multiplications 

Thus, the computation of one job utility under LCI requires 2m multiplications and 2m subtractions, or 
operations. 
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Summary 

MasterLDNfK demonstrated the viability of their core software and architecture to Dave 
Kershaw-TRDA, Tom Davis-TRDA consultant, and Al Vazquez, information technology 
investment consultant to TRDA in a half day meeting June 21, 1999. MasterLINK staff 
presenting included Kent Weisner, President, Ken Levine, Vice President and Chief 
Technology Officer, and Garry Fenimore, Vice President and Chief Domain Officer. 

MasterLINK met commitments to demonstrate a prototype that addressed technical 
challenges they documented prior to the meeting in an Agenda for structured observation 
(Exhibit 1) 

We observed 15 screens that demonstrated basic functionality in: 

- business process policy 

- work planning 

- work scheduling 

- costed simulation of alternative schedules 

- task dispatching 

- work progress tracking 

- extraction of reportable information 

Strategic, differentiating aspects of MasterLINK's apparent prototype architecture 
included: 

- web-enabled, 3 tier client-server construction 

- 100% browser based user interface 

- intelligent agents written in C++ 

- agents bridged to the user interface with CORB A 

- object types based on industry standard Construction Specification Institute (CSI) 

The demonstration was completed with no apparent software failures, crashes, or error 
messages. 

Given the demonstration, the lack of a demonstrable prototype should no longer impede 
consideration for TRDA funding. 

\At the request of. .1 also documented my impressions of business issues, 

outside of the defined scope of work, in the Appendix to this brief. 



Information Technology Investment Consultant 
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Assessment of the Demonstration 

My proprietary four-part model for structured observation of information technology 
demonstrations was used to assess the MasterLINK prototype software. 

The model recognizes three qualitatively distinct sources of information that affect 
assessment of software demonstrations: 

1 . Commitments made by the vendors about the software prior to the meeting 

2. What is actually observed of the software screens during the demonstration 

3. Presentation outside of the software itself e.g. documents, charts, dialogue, etc. 

The model also contains four categories of metrics to assess information technology 
demonstrations: 

1 . Apparent Technological Integrity of the observed software 

2. Apparent Investment made in the observed software 

3. Observed Utility of the software in terms of relevant functionality and ease of use 

4. Stability of the demonstration software (note that this is not quality, just stability). 



Assessment Metrics Model for Technology 

Demonstrations 



Apparent Technological Integrity 
• Consistent architecture 
•Distinct modules/layers 
•Logical Flow 



Observed Utility 
•Functionality 
•Ease of Use 




Apparent Investment 
•Number of Screens 
•Number of Fields 
• Completeness 



Stability 

•Number of Crashes 
•Error messages 
•Response times 



The TRDA team was also briefed on this model before the meeting with MasterLINK to 
help assess the prototype as comprehensively as possible. 



Page 4 

The following more detailed report documents my assessment of the demonstration using 
this model's framework to qualify what I learned. MasterLINK's commitments relative to 
the demonstration are addressed below. 



Commitment 

In preparation for the demonstration of the prototype, I contacted MasterLINK to help 
them document a structured agenda for the prototype demonstration. The agenda they 
sent us a few days prior to the meeting is attached as Exhibit 1 . 

MasterLINK met these commitments during the demonstration through a mix of actual 
software observation combined with presentation and dialogue about technical 
architecture as detailed below. 



Observation (O) and Presentation (P) 

Apparent Technological Integrity 

Consistent architecture 

- Corba throughout (P) 

- C++ agents (P) 

- Browser enabled user interface (O) 

Distinct modules/layers 

- Object oriented construction (P) 

- Three-Layer client-server in the prototype: 

1 . Client server (web-enabled) (O) 

2. Application server (P) 

3. Database server with encapsulated SQL and Oracle (P) 

- Object Model used to systematically relate work Targets (O, P) to: 

- Definition information 

- Tasks associated with that work target 

- Jobs defining groups of tasks 

- Workers 

- Schedules of workers 

- Work date requirements 

- Relationships to other work targets 



Page 5 



Logical Flow 

- American Institute of Architecture (ATA) Construction Specification Institute (CSI) 
taxonomy used to organize objects (P) 

- Functional flow of the prototype followed the flow of work progress (O) 



Observed Utility 

Functionality 

- Business process policy(O) 

- Work planning(O) 

- Work scheduling(O) 

- Costed simulation of alternative schedules (O) 

- Task dispatching (O) 

- Work status tracking through 5 defined state changes governed by rules(O): 

1. PJO=Pending Job Order 

2. RFS=Ready for Scheduling 

3. SPD=Scheduled Pending Dispatch 

4. DPD=Dispatchable Pending Dispatch 

5. DJO=Dispatched Job Order 

- Extraction of report information(0) 



Ease of Use 

-Relatively easy plain-English configuration rules expressed as logical operators(O) 
-Basic graphical user interface (O) 

-Reports expressed as simple lists (O) though full report writer not yet implemented 



Apparent Investment 

-MasterLINK stated they spent 30 man-weeks of effort on the prototype (P) 

Number of Screens 

-15 different screens (O) 

-Lists were observed indicating dozens of libraries to run the prototype (O) 
Number of Fields 

-Screens had the basic set of fields to needed demonstrate functionality (O) 
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Completeness 

-Screens demonstrated basic intelligent work flow functionality (O) 
-A representative architecture was apparent (P,0) 

-No functionality was observed for scheduling integrated with material availability 
(O) Stores inventory management is common (though generic) functionality in many 
maintenance management applications. MasterLINK stated that their facility 
maintenance target market niche will probably not need it, but they felt that such generic, 
integrated materials management functionality could be readily incorporated if required 
(P). 

Stability 

Number of Crashes 

- None(O) 

Error messages 

- None(O) 

Response times 

- From sub-second to less than one minute for large schedule simulations(O) 

- Prototype ran a 16 worker, 500 work target model on a single Pentium 2 server(0,P) 



